
Multiple choice of reflectors. Latest heat

management technology. Easy, low cost

maintenance and repair. Superior

resistance to moisture and dust.

Toughened optical glass for the lens, high

transmission of light, strong resistance to

corrosion, extremely safe.

TECHNICAL SPECIFICATIONS

MODEL: ………………………. ………….…GBD-HB-BHP120W-5K LISTED:…………………….……… UL, CuL, FCC, CE, RoHS, DLC

VOLTAGE: …………………………………….…………AC100-277V POWER FACTOR:…………………………………………………0.98

FREQUENCY: …………………………………….………….50/60 Hz LUMENS:…………………………….…………………13,162.7LM/W

LUMENS EFFICACY:………………………………..…..113.68 lm/w KELVIN (CCT): …………………………….……………….……5000K

THD: …………………………………….………………………13.42% CRI:……………..………….……………...………….,..………………81 

IP RATING:……………………..…………………………….…… IP54 WATTAGE: ……………….………………………………..…….120 W

BEAM ANGLE (DEGREE): …………………………45°/60°/90°/120° MATERIALS: ………………………………..…………Aluminum Alloy  

POWER:………………….………………………………….Mean Well LED CHIPS: ……………………….……………………………..CREE

LIFE SPAN (HOURS): …………………………….........50,000 Hours DIMMING :………………….………………………….………..……NO

LENGTH OF WARRANTY (YEARS):…………… 5 Years Standard PRODUCT LENGTH:………………………..……..….…. 2ft (600mm)

MOUNTING: …………………………………………………….G Hook WORKING ENVIRONMENT: …..…..-20°C to 40°C (-4°F to 104°F) 

PERCENTAGE OF WATTAGE SAVED:……………………….. 90% Weight:……………………………………………………………..
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120w |Color 5000 | Lumens 13800  

Aluminum  |Clear Lens | Series W


